
TRACTION

SAF-T-STEP® TRACTION™ Slip Resistant Floor Treatment 
is certified slip resistant under UL and ANSI A137.1.  This 
highly effective and proactive safety cleaner and treatment 
is formulated for use over acrylic sealers and finishes on 
VCT floors, terrazzo, linoleum, marble, granite, sealed wood 
sports floors, polished concrete and other resilient floor 
surfaces.  Can also be used on synthetic and carnauba based 
floor waxes. TRACTION™ leaves a thin non-interfering film 
which helps to increase the Coefficient of Friction to reduce 
slips and falls.  This one step cleaner is economical to use 
in finish gloss restoration / spray buff or high speed gloss 
restorer. Effective for use in cleaning and treating floors in 
hospitals, shopping malls, schools, office buildings / lobbies, 
supermarkets, and anywhere costly Slips & Falls are a 
problem.

TM

VINYL
SEALED WOOD
MARBLE

ACRYLIC FLOOR FINISHES 
LINOLEUM 
TERRAZZO
GRANITE

FLOOR CLEANER & SAFETY TREATMENT

www.saf-t-step.com

DRB TR-128  4x1 Gallon Case
DRB TR-5 5 Gallon Pail
DRB TR-55 55 Gallon Drum

AVAILABLE SIZES:

SAFE IS MORE THAN CLEAN

UL Listed for Slip Resistance for dry (COF*).
ANSI A137.1 for slip resistance wet (DCOF*).
Reduces potential for slips & falls, Increases Slip Resistance.
Creates a line of defense against injury claims / lawsuits.
One-Step Cleaning with no final rinse – self neutralizing.
Gloss restorer: Spray Buff or High Speed Burnishing.
Extends finish life.
Concentrated / thin, invisible film.
Use in cold water-saves energy.        
Application: Damp Mop / Auto Scrubber-low foam.
Time Tested and Proven Performance.

www.saf-t-step.com

SELF NEUTRALIZING

SLIP-RESISTANT TREATMENT FOR USE
OVER ACRYLIC SEALERS & FINISHES

FLOOR COATING AND FINISHING MATERIAL 
AS TO SLIP RESISTANCE ONLY 

This product complies with ANSI A137.1 standard for DCOF 

UL 410 - Standard for slip resistance 
of floor surface material (FTM3)DISTRIBUTED BY:

*COF - Static Coefficient of Friction -dry testing.
*DCOF - Dynamic Coefficient of Friction - wet testing.



Always dust mop floor surface first before cleaning. Make sure dust mop is clean and 
or untreated.

DAILY HAND DAMP MOPPING:
1. Mix 3-4oz. of TRACTION™ per gallon of cold water in a clean mop bucket.
2. Using a clean rayon/blended mop of microfiber pad, submerge into solution.
       Make sure to wring or tamp out lightly to prevent puddling.
3. Damp mop area to be cleaned.
4. Continue steps 2-3 to finish cleaning area. No rinsing required.
5. When mop bucket solution becomes visibly dirty, dump and rinse out bucket and
       mops, then recharge with fresh solution.

HEAVILY SOILED FLOORS:
1. Mix TRACTION™ at 4-8 oz. per gallon of cold water. 
2. Apply solution to floor surface. Let dwell for 3-5 minutes.
3. Scrub floor with a floor machine with appropriate cleaning pad and or hand deck 

brush/pad. 
4. Recover soiled solution with wet dry vac or squeegee and mop. The use of a 

double bucket system can speed up this process; one compartment with clean 
uncontaminated solution the other with clean water for recovery.

DAILY CLEANING WITH AUTOMATIC SCRUBBERS:
1. Light to medium soil, mix 2 oz. of TRACTION™ per gallon of cold water in solution 

tank.
2. Heavy soil mix 4-6 oz. of TRACTION™ per gallon of cold water.
3. The use a red or white pad works best on highly polished floor surfaces.
4. Scrub and clean area.  TRACTION™ is formulated with controlled foam.
5. The use of a mop bucket with fresh cleaning solution and clean mopping equipment 

should be used in tighter areas for detailing where the auto scrubber can’t go.

HIGH SPEED BURNISHING/GLOSS RESTORATION ON A CLEAN FLOOR:
The use of high speed buffing machine is recommended as part of our slip & fall 
prevention program using TRACTION™

1.  SPRAY BUFF - Mix 12 oz. of TRACTION™ per gallon of cold water and pour solution 
into a trigger spray bottle.  Spray on to clean floor in a mist.  Buff* area using standard 
low speed buffing machine (175 rpm) with appropriate pad.

2.  BURNISH RESTORE - Mix 8 oz. TRACTION™ per gallon of cold water. Using a clean 
blended mop or micro fiber pad, apply to floor surface in a wet even coat (avoid 
puddling) and allow to dry.  Buff* entire area with a high speed (1,500 rpm+) buffing 
machine with appropriate burnishing pad.

*Experimentation with different types of pads should be considered for best results.   

DIRECTIONS FOR USE
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Make sure to date and sign the FLOOR SAFETY MAINTENANCE LOG every time you 
clean your floors as part of your Floor Safety Program documentation.   

FLOOR CLEANER & SAFETY TREATMENT SAFE IS MORE THAN CLEAN


